
Each regulator is 
carefully tested 
and individually 
calibrated. Adjust¬ 
ment scales are 
clearly etched on 
the bonnet for per- 
manent, easy 
reading. 


SAFE, RUGGED, ACCURATE! 


A simple turn of the 'T /# han¬ 
dle on the micrometer-type 
pressure regulator cap quick¬ 
ly sets and maintains desired 
working pressure. 


Fully protected, positive¬ 
reading, damage-proof in¬ 
dicator rod fills viewing 
hole when tank is full, 
retracts as tank empties. 
When tank is empty, the 
rod disappears from view. 


Single-Stage Model #61 


Heavy-duty solid 
forged brass bod¬ 
ies and bonnets. 


• Unharmed by normal blows and falls. 

• Saves money on maintenance cost. 

• Popularly priced for the budget buyer. 


Rough handling, bumps, and falls don’t 
faze Dockson’s rugged, new, all-metal 
gaugeless regulators. Backed by over thirty 
years of engineering experience, and using 
only the finest material available, Dockson 
engineers have designed these economical 
regulators to give you better service, over 
a longer period of time, at prices below the 


cost of conventional glass-faced gauge reg¬ 
ulators. A minimum of moving parts; self¬ 
aligning, easily replaceable seats; depend¬ 
able safety valves; sensitive, sturdy metal 
diaphragms which work WITH, not against 
pressure — all add up to savings for you. 
Available in single-stage (#61) and two- 
stage (#261) models. 


There’s a Dockson regulator to suit your every need. Write for detailed literature . 
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